
DinoLite AM311

An amazing, easy to use handheld

digital microscope with USB output

interface. High resolution

magnification at your fingertips!

Detailed examination of any area you

choose.

Ideal for a wide variety of practical

applications in the classroom,

workplace and even the home. Can

be used for science and engineering

work and study, dermatology

(skin/scalp) exam, detailed repair,

assembly and quality control (ie.

electronics, mechanical, etc), hobbies

& collecting (coin, stamp, watch,

jewelry, etc.), law enforcement

(counterfeit ID, crime lab, etc) ,

entertainment or simply as a reading

aid. Just use your imagination!

Included with each Dino-Lite digital

microscope is a copy of the

"DinoCapture" software, enabling you

to "capture" either a photograph,

video or time-lapsed video with a

simple click.

Product Features:

¶Resolution: 640* 480pixels 

(VGA) 

¶Adjustable magnification: 

10x~50x, 200x

¶(Continuous magnification 

without switch lenses) 

¶Built-in white-light LED 

illumination

¶Frame rate: up to 30fps

¶Interface: USB (PC)

¶Dimension:10cm (Height) 

*3.2CM (D)

¶Weight: 90g

¶With DinoCapture Software

¶Enabling you to capture 

picture,video and time-lapsed 

video in a click



DinoLite AM311ST (VISTA supported)
An amazing, easy to use handheld digital microscope with USB output interface. High

resolution magnification at your fingertips! Detailed examination of any area you choose.

Ideal for a wide variety of practical applications in the classroom, workplace and even the

home. Can be used for science and engineering work and study, dermatology (skin/scalp)

exam, detailed repair, assembly and quality control (ie. electronics, mechanical, etc),

hobbies & collecting (coin, stamp, watch, jewelry, etc.), law enforcement (counterfeit ID,

crime lab, etc) , entertainment or simply as a reading aid. Just use your imagination!

Included with each Dino-Lite digital microscope is a copy of the "DinoCapture" software,

enabling you to "capture" either a photograph, video or time-lapsed video with a simple click.

AM311ST provides sharper picture quality and other features like built-in 8 LEDs and LED

control capability. The AM311ST also supports latest Window Vista operating system. For

users who demands the picture quality but don't need to have the measurement function,

the AM311ST could be their best choice.

Another innovative design of the AM311ST is the Microtouch sensor incorporated into the

microscope. This sensor minimizes vibration when capturing images, and user need not

access the PC when snapping pictures of the object.

Product Features

Resolution: 640* 480pixels (VGA) 

Adjustable magnification: 10x~50x, 

200x

(Continuous magnification without 

switch lenses) 

Built-in 8 white-light LED 

illumination(software switchable)

MicroTouch function

Frame rate: up to 30fps

Interface: High speed USB image 

transmission (PC)

Dimension:10cm (Height) *3.2CM (D)

Weight: 90g

With DinoCapture Software

Enabling you to capture picture,video 

and time-lapsed video in a click

Support Operation System: Windows 

Vista, XP Professional x64 Edition, XP, 

2000, ME, 98SE, or Windows Server 

2003



DinoLite AM311H

The DinoLite Earscope, a portable and lightweighte

digital otoscope that fit in the palm of your hand,

providing remarkable image on ear canal and eardrum.

An amazing, easy to use handheld digital microscope

with USB output interface. High resolution magnification

at your fingertips! Detailed examination of any area you

choose.

Product Features:

Resolution: 640* 480pixels (VGA)

Adjustable magnification: 20x~30x

Built-in white-light LED illumination

Frame rate: up to 30fps

Interface: High speed USB image

transmission (PC)

Dimension:11.94cm (Height) *3.2CM

(D)

Weight: 90g

With DinoCapture Software

Enabling you to capture picture,video

and time-lapsed video in a click

Support Operation System: Windows

Vista, XP Professional x64 Edition, XP,

2000, ME, 98SE, or Windows Server

2003



DinoLite AM313

The AM313 was designed for

professional users who need

sharp picture quality as well as

measurement function as

professional tool. The

measurement capability allows

the user to input the

magnification rate reading from

the microscope and then take

measurement on line and circle.

Further measurement related

functions are kept been

developing and the software will

be able to be updated

automatically through the internet

without further charge. The

AM313 also featured with built-in

8 LEDs, and LED on/off control

capability.

Product Features:

Resolution: 640* 480pixels 

(VGA)

Adjustable magnification: 

10x~50x, 200x

(Continuous magnification 

without switch lenses) 

Built-in white-light LED 

illumination

Frame rate: up to 30fps

Interface: USB (PC)

Dimension:10cm (Height) 

*3.2CM (D)

Weight: 90g

With DinoCapture Software

Enabling you to capture 

picture, video and time-

lapsed video in a click



DinoLite AM313T

The AM313ST was designed for professional

users who need sharp picture quality as well

as measurement function as professional

tool. The measurement capability allows the

user to input the magnification rate reading

from the microscope and then take

measurement on line and circle. Further

measurement related functions are kept been

developing and the software will be able to be

updated automatically through the internet

without further charge. The AM313 also

featured with built-in 8 LEDs, and LED on/off

control capability.

Featured with unique Microtouch snapshot,

the AM313T offers the user another option of

the way taking the picture. Without visible

physical snapshot button, the Microtouch was

designed to minimize the vibration when

taking the picture under microscope. The

Microtouch had also seamlessly integrated

with the DinoCapture software along with

other AM313's features like measurement

and LED control.

Product Features:

Resolution: 640* 480pixels (VGA) 

Adjustable magnification: 10x~50x, 

200x

Built-in 8 white-light LED 

illumination (software switchable)

MicroTouch snapshot

Frame rate: up to 30fps

Interface: High speed USB image 

transmission (PC)

Dimension:10cm (Height) *3.2CM 

(R)

Weight: 90g

Software: DinoCapture

With measurement capability

Support Operation System: 

Windows Vista, XP Professional 

x64 Edition, XP, 2000, ME, 98SE, 

or Windows Server 2003



DinoLite AM313FVT

The AM313FVT near-UV fluorescence microscope is a

near-UV fluorescence microscope with 400nm

excitation wavelength and an 425nm emission filter,

which may ideal for some research application.

Product Features:

Resolution: 640* 480pixels (VGA) 

Adjustable magnification: 10x~50x, 200x 

(Continuous magnification without switch 

lenses) 

Built-in 8 -UV LED illumination(software 

switchable)

Excitation: near-UV LEDs, 390~400nm

Emission Filter Cutoff Wavelength: 

425nm

MicroTouch

Frame rate: up to 30fps

Interface: High speed USB image 

transmission (PC)

Dimension:10cm (Height) *3.2CM (D)

Weight: 90g

With DinoCapture Software(with 

measurement function)

Enabling you to capture picture,video and 

time-lapsed video in a click

Support Operation System: Windows Vista, 

XP Professional x64 Edition, XP, 2000, ME, 

98SE, or Windows Server 2003



DinoLite AM313T5

The AM313T5 was designed for

professional users who need

sharp picture quality as well as

measurement function as

professional tool. The

measurement capability allows

the user to input the

magnification rate reading from

the microscope and then take

measurement on line and circle.

Further measurement related

functions are kept been

developing and the software will

be able to be updated

automatically through the internet

without further charge. The

AM313T5 is featured with 500X

magnification and built-in 8 LEDs,

and LED on/off control capability.

Product Features:

Resolution: 640* 480pixels (VGA)

Adjustable magnification: 500x

Built-in 8 white-light LED

illumination (software switchable)

MicroTouch snapshot

Frame rate: up to 30fps

Interface: High speed USB image

transmission (PC)

Dimension:10cm (Height) *3.2CM

(R)

Weight: 90g

Software: DinoCapture

With measurement capability

Support Operation System:

Windows Vista, XP Professional

x64 Edition, XP, 2000, ME, 98SE,

or Windows Server 2003


